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12FX8A 


Oscillator Characteristics (Hot Oscillating): 

With grids No.2 & No. 4 connected to plate 


and with heater voltage of 

12.6 volts 


Plate and Grids-No.2 & No.4 Voltage . . 

. 12.6 

vol ts 

Grid-No.3 Voltage . 

0 

vol ts 

Grid-No.1 Voltage . 

0 

vol ts 

Amplification Factor between grid No.1 
and grids No.2 & No.4 connected 
to plate. 

9 


Transconductance between grid No. 1 and 
grids No.2 & No.4 connected to plate. 

. 3600 

^.mhos 

Cathode Current . 

4.4 

ma 

Grid-No.1 Voltage (Approx.) for 

plate )ua = 10. 

. -4.5 

vol ts 

Maximum Circuit Values: 

Grid-No.3-Circuit Resistance. 

10 max. 

megohms 


TRI ODE UNIT — AMPLIFIER — Class A| 

Maximum Ratings, Design-Center Values: 

PLATE VOLTAGE.16 max. volts 

Maximum Circuit Values: 

Grid-Circuit Resistance . 10 max. megohms 

a For longest life, it is recommended that the heater be operated within the 
range of. 11.0 to 14.0 volts, 
k without external shield. 
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DATA 2 
1-63 














12FX8A 



2.440" 

MAX. 



1.910" 

l.720“* 


^BASE 
JEDEC No. E9-I 


92CS —I0979RI 


MEASURED FROM BASE SEAT TO BULB-TOP LINE AS DETERMINED 
BY A RING GAUGE OF 0.438" INSIDE DIAMETER. 

* APPLIES IN ZONE STARTING 0.375" FROM BASE SEAT. 
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